Transformer Protection

Amp-Trap® and 9F62 Bolt-In Series

MEDIUM VOLTAGE FUSES

5.0kV, 5.5kV, 7.2kV, 8.25kV, AND 15.5kV
BOLT-IN FUSES

<X

Mersen fuses for the protection of transformers and distribution lines
deliver overload and short circuit protection. These current-limiting
fuses will melt at current that can be as low as 1.7 times the fuse
current ratings up to its maximum interrupting rating. These fuses are
designed to withstand the transformer magnetizing inrush current.
They are single, double, triple or quadruple barrels 3 inch diameter
(size D) with end mounts designed for bolting directly to equipment
bus or terminal pads.

FEATURES/BENEFITS:

e UL listed for compatibility with UL listed equipment.

¢ Bolt-In mounting for direct connection to bus or terminals.
e Current-limiting for superior equipment protection.

. Non-venting for silent operation.

e Metal embossed catalog number and manufacturing date for
lasting identification.

e« Qutdoor usage for the 9F62.

¢ Blown-fuse indicator to give positive identification of open fuse.
e Amp trap: 1lb tripped force - 0.44 Inch
e 9F62: 0125 Ib tripped force - 0.20 Inch

HIGHLIGHTS: APPLICATIONS:

* E-Rated * Protection for 5.5kV to 15.5kV
. UL listed transformers or distribution
systems.

* Outdoor use 7

Ratings:

Amp-Trap Bolt-in Series
AO50B:

e Volts: 5.0kV AC

¢ Amps: 1200E

e IR: 59kA Sym
AO55B:

e Volts: 5.5kV AC

¢ Amps: 10 to 900E

¢ IR: 50kA-63KkA
AO72B:

e Volts: 7.2kVAC

e Amps: 250 to 400E
¢ IR: 65kA Sym
AO83B:

e Volts: 8.25kVAC

¢ Amps: 10 to 200E

¢ IR: 70kA Sym
A155B:

e Volts: 15.5kVAC

¢ Amps: 10 to 300E

¢ IR: 50kA Sym

9F62 Series Type EJO-1
9F62

e Volts: 5.5kVAC, 15.5VAC

¢ Amps: 300 to 900A
¢ |R: 50kA Sym

APPROVALS: '-'STE"

e Some UL Listed to standard
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TRANSFORMER PROTECTION
Amp-Trap® and 9F62 Bolt-In Series

MEDIUM VOLTAGE
FUSES

7.2kV / 8.25kV BOLT-IN FUSES:

7.2kV E-Rated Amp-Trap Bolt-In Series
Suitable for use indoors or in an enclosure only
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8.25kV E-Rated Amp-Trap Bolt-In Series
Suitable for use indoors or in an enclosure only

Catalog No. Amp Rating

1 H

AO83B1DARO 10E-100E
A083B2DAR0O-125E 125E
A083B2DAR0-150E 150E
2 Yes 8.25kV 70KkA
A083B2DAR0-175E 175E
A083B2DAR0-200E 200E
Figure H Figure |
INDICATOR = 16.26
FLUSH WITH 413 Imm
SURFACE _
BEFORE FUSE /\
| 102 e w OPENS. T
e Elores INDICATOR 200
[3045) 038 EXTENDS 0.44in o 101.6mm
- el ; (11.2mm) AFTER :
|k ol o) FUSE OPENS.
. 1 (4] INDICATOR
= ="[ _y—L EXERTS 1LB L
4 4| oz FORCE AT END f
205 |, OF TRAVEL. !— 19.25 213
g 488 0mm S 54.0mm
|~ 48] [«:41]
;‘jti - S5 o
i . 1 gl 34.3mm r
T‘ [ o 44(11.1mm)
1788 02 x.91 (23.1mm)
f 454.1] 1 O SLOTS
f fiaee] 0
Saomm 2o

MV 16

EP.MERSEN.COM



